NF Series

N300 Series cylindrical roller bearing

N300 Series cylindrical roller bearing

Designation Principal Dimensions(mm) Basic Load Ratings(KN) Spl:al(:l(lll(tr‘:)(in) Weight
d| D | B | rsmin || rslmin | Dynamic(Cr) || Static(Cor) || Grease || Oil (kg)
| N308  [40]l90f[23| 15 | 15 || 585 | 57 | 8000 [9400| 0.643 |
| N309  [45]toof25) 15 | 15 | 74 | 71 | 7200 |[8400] 0.857 |
| N310 [sofwroff27) 2 || 2 87 | 8 | 6500 |[7700] 1.11 |
| N311 [ssfizof29f 2 | 2 || 111 | 111 || 5900 [7000| 1.42 |
| N312 [eoff3of31] 21 || 21 || 124 | 126 | 5500 [6500] 1.76 |
| N313  |[65]fa0)33] 21 || 21 || 135 | 139 | 5100 [6000| 2.18 |
| N314 [7ofsof3s| 21 | 21 || 158 | 168 || 4700 5500 2.65 |
| N315 | 75ffeof37] 21 | 21 || 190 | 205 | 4400 [5200] 3.21 |
| N316  |[sofft7of39] 21 | 21 || 190 | 207 | 4100 [4800| 3.77 |
| N317  |[ssfhsof41] 3 | 3 || 212 | 228 | 3900 [4600| 4.44 |
| N318  [oofoof43 3 || 3 || 240 | 265 || 3700 [4300 5.18 |
| N319  |[os|poof4s] 3 | 3 || 259 | 285 | 3400 [4000] 5.99 |
| N320  [roof21s|47] 3 | 3 || 209 | 335 | 3300 [3800] 7.32 |
| N321 [roge2sf49)f 3 | 3 || 320 | 360 | 3100 [3700| 8.33 |
| N322 [uiofeo0fs0f 3 | 3 || 360 | 400 || 3000 [3500 9.77 |
| N324  fi2of2e0f55 3 | 3 || 450 | 510 || 2700 [3200] 125 |
| N326  [130280)58] 4 | 4 ||  se0 | 665 | 2500 [2000] 17 |
| N328  [4of3oof62| 4 | 4 || 615 | 745 || 2300 [2700 207 |
| N330  [1sof320f65) 4 | 4 || 665 | 805 || 2100 [2500 24.7 |
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